
 

技术资料

80PK-18 管钳式温度探头套件

主要特性
Type-K thermocouple for fast temperature and superheat measurements of pipe surfaces
For pipe diameters:

6.4 mm to 64 mm (0.25 in to 2.5 in)
80PK-8 - 6.4 mm to 34.9 mm (0.25 in to 1.375 in)
80PK-10 - 32 mm to 64 mm (1.25 in to 2.5 in)

Measurement range: -29 °C to149 °C (-20 °F to 300 °F)
Measurements are repeatable to 0.56 °C (1 °F)
Durable ribbon sensor
1 m (39 in) lead
One year warranty

产品概述: 80PK-18 管钳式温度探头套件

80PK-18管钳式温度探头套件将标准80PK-8管钳与大尺寸80PK-10管钳相结合，为您提供全方位的测量尺寸。
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型号

Fluke 80PK-18
80PK-18 管钳式温度探头套件



 

Fluke. 让您的工作畅通无阻。

福禄克测试仪器（上海）有限公司 电话：400-810-3435

北京福禄克世禄仪器维修和服务有限公司 电
话：400-615-1563
福禄克测试仪器（上海）有限公司上海维修中心 电
话：021-54402301, 021-54401908分机269
福禄克测试仪器（上海）有限公司深圳第一特约维修点
电话：0755-86337229
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